FOX 7 ROTARY ARM

(FOR EASY INSTALLATION AGAINST SUPPORT WALL OR SUPPORT BEAM)

WALL MOUNT
FOX 7 ROTARY ARM PALLET WRAPPER

J* 15 Precision Ring Gear - 25,000 1b. load supporting capacity
* Pinion drive gear
J* Heavy duty structural steel tube construction
» Suggested Maximum Load Size: 50" L x 50" W
(72”7 Diagonal) x 80” H
J* Weight capacity: Unlimited

CONTROL FEATURES

J * Programmable Key Pad Controls
J+LCD Display Screen (providing function control viewing)
+ Variable Arm Rotation Speed (0-12 RPM
J{'+ Variable Film Carriage Speed Up/Down Control
J Seperate Top/Bottom Wrap Selectors 1-9
g Seperate Film Height Selector 1-9"
+ CSA & UL Approved NEMA 4 Control Panel Box
+ Cycle Counter
+ Manual Carriage Raise/Lower Control
+ Turntable Jog with Auto Home Alignment
* Large Emergency push button power On / Off Switch with indicator light
+ Start Cycle Push Button
+ Standard Wrap Up/Down Program
* 12 Volt DC Control System (for operator safety)
+ All circuits protected by fuses (easy access)
+ 20 amp Power Board Circuits to carry a 10 amp load

TECHNICAL INFORMATION

* All switches, relays, SCR controls are available
locally throughout North America

* Power Requirements: 115 VAC @ 15 Amps, 60 Hz -
* Complete manual with electrical schematic =
provided with machine E
STRUCTURAL FEATURES :
* Full length back frame for floor support
* Designed for easy installation against
support beam or supporting wall :

* Free standing models available e
* Heavy duty structural steel tube construction HH ARM DRIVE i ll
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